E-Z SQUEEZE®
Solid Sealing Ring Installer Kit.
Model No. 720

¢ Replaces scarf cut sealing rings with solid
TeflonRings. 10 Rings supplied inkit.

¢ A Loading Tube provided to quickly set the
sealing rings onto the output shaft.

¢ E-Z to use: Two stage sizer sets rings to

’:?‘5 proper diameter. v
l \ Sz&to{ | -D ¢ Reduces pressure loss.
Spacer ¢ Eliminates leaks in drum.
Rings ¢ Usestheorangesolid Teflon rings from 325-4L
n__o.m Turbine Shaft. (AZ#32317T) Available separately.
| S Split Bushings ¢ All Parts Made In U.S.A.
. | ey Sizing Tube
Loading TR006 by
Sleeve Ring Pusher
72001 720.04
For FORD AOD, AODE, @
Direct Clutch Sealing Rings.
TOINSTALLSOLID SEAL RINGS:
needle
bearing
AOD Direct
clutch drum

Remove cross hole burrs with 180 grit sandpaper
(provided).

Clean and lubricate well with trans-jel.

Place needle bearing onto drum.

1. Place Spacer Rings into grooves in the output
shaft. (as shown)

Ring Pusher —p

2. Place Loading Sleeve over end of the output
shaft. Lubricate all parts with transmission fluid.
3. Slide new sealing ring onto Loading Tube.
4. Place Ring Pusher over the Loading Tube
against the seal ring,

5. Push down on pusher to position the ring into
the bottom groove.

6. Remove the two Spacer ngs from the output
shaft.
7. Push the second seal ring into top groove as
shown.
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