E-1 Squeeze- FAEAT - GAAEL Reverse Piston
Clutch Spring Gompressor

!

To remove the snap ring

Model No. 2987-B

* Saves time - removes and installs the reverse
piston spring and snap ring assembly quickly.

* Two tools in one, two-sided tool is universal for
Ford and Mazda transmissions.

« Strong alloy material constructed for long life, yet
lightweight for E-Z handling.

* One-year warranty on materials and workmanship.

FOR: FORD: ESCORT, TRACER, CAPRI, PROBE
MAZDA: 323/PROTEGE 626, MX3-MX6

1) Set base of tool on a firm, flat
surface.

2) Place the reverse/forward drum
“clutch side up” over the threaded
shaft.

3) Place proper side of tool onto the
clutch drum. Align slot in tool with
snap ring opening.

To install

1) Place the snap ring halfway down the drum.

2) Place the tool back into the clutch and tighten nut
or knob to compress the spring. Install the snap ring
with a screw driver and/or snap ring pliers.

3) Complete the assembly by installing the dished

plate and clutch pack as specified.

Proudly made in U.S.A.

4) Screw nut or knob down threaded
shaft and compress the piston return

spring.

Caution: depress the piston return
spring only enough to remove the
snap ring.

5) Remove one end of the snap ring
from the groove with snap ring

pliers. Once started, remove the snap
ring with a screwdriver.

6) Remove the tool and place the
clutch onto the oil pump. Apply
compressed air through the fluid pas-
sage to remove the reverse piston.

For G4A-HL & G4A-EL

Use the tool the same way described, just flip the
tool over using the smaller diameter side.

Optional T-Knob

Available separately
from your distributor:

az AtoZTool Inc.

144 W. Commercial St., Wood Dale, |IL 60191
Phone: (630) 787-0478 Fax: (630) 787-0494




